Summary of Chapter 4 and 9 Changes for 106-11

Chapter 4
Section 4.5, Asynchronous Embedded

Placing embedded formats in every minor frame is recommended, using only selected minor frames is permitted.
Maximum of two embedded formats per host format is recommended, more than two are permitted.

Section 4.6, Tagged Data


Reworded the references to Chapter 8.

Section 4.8, Asynchronous Data Merge

Placing merged formats in every minor frame is recommended, using only selected minor frames is permitted.

Maximum of two merged formats per host format is recommended, more than two are permitted.


Bit and word conventions in this section are recommended, variations are allowed.

Chapter 9
Made corrections to table of contents page.
Added sentences on case sensitivity and blanks (p. 9-2, section 9.4.2)

Added new group relationships involving the R group (p. 9-7, section 9.5.1.2)

R group
Fixed typo in Media Location code name – should be RML (p. 9-24).
Increased max field size of Manufacturer and Model attributes (p. 9-26).
Added User Defined Data Packets and associated Channel ID attribute (p. 9-20 and 9-29).

Added Recording Events Channel ID attribute (p. 9-20 and 9-29).

Added Event Data Processing Enabled attribute (p. 9-20 and 9-30).

Added data link name, number of measurements, measurement name, and time duration attributes for event processing (p. 9-20, 9-31, and 9-32).

Added Recording Index Channel ID attribute (p. 9-20 and 9-33).

Added Input Stream Derandomization attribute (p. 9-21 and 9-34).

Corrected link information in Channel Data Link Name definition (p. 9-35).

Added command word entry option to 1553 data type (p. 9-22, 9-39, and 9-40).
Corrected link information in Measurement Name definition for Analog data type

(p. 9-41).

Added more detail to Time Format definition (p. 9-46).

Added new TSPI/CTS data type (p. 9-24, 9-35, and 9-48).

P group
Major change: Removed subframe definitions (p. 9-56, 9-64, and 9-65).

Added details concerning randomized data streams to PCM Code, Data Randomized, and Randomizer Length definitions (p. 9-59 and 9-60).

Corrected names of Initial Count/End Count Minor Frame Number attributes (p. 9-64).
Changed Number of Async Embedded Formats attribute to allow more embedded formats: increased max field size and made it numeric instead of keyword (p. 9-66).

Added Subcommutated, Start Frame, Frame Interval, and End Frame attributes to async embedded formats to allow embedded formats in selected minor frames

(p. 9-56, 9-67, and 9-68).
Corrected Number of Tags and Number of Bits in Tag definitions (p. 9-69 and 9-70).

Increased max field size of Number of Async Data Merge Formats attribute to allow more merged formats (p. 9-70).
Added mask and pattern attributes to async data merge formats to allow variations to bit and word conventions (p. 9-58, 9-70, and 9-71).

Added Subcommutated, Start Frame, Frame Interval, and End Frame attributes to async data merge formats to allow merged formats in selected minor frames (p. 9-58 and 9-73).

D group
Major change: Removed original six Minor Frame and Subframe location types

(p. 9-75, 9-77, and 9-81 thru 9-87).  
Moved measurement filtering/overwrite attributes to make them separate from the overall measurement lists (p. 9-75, 9-79, 9-80, and 9-81).
Added Subframe ID Counter Name attribute to the Word and Frame location type

(p. 9-77 and 9-88).

Added new Tagged Data location type (p. 9-77, 9-78, 9-81, and 9-91).

B group
Added command word entry option (p. 9-93, 9-94, 9-98, 9-100, and 9-101).
Removed unneeded index from RT/RT attribute code names (p. 9-94, 9-101, and 9-102).

C group
Increased max field size of Algorithm attribute for Derived Parameters (p. 9-124).
